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Abstract: We developed a compact stimulated emission depletion (STED) two-photon 
excitation microscopy that utilized electrically controllable components. Transmissive liquid 
crystal devices inserted directly in front of the objective lens converted the STED light into an 
optical vortex while leaving the excitation light unaffected. Light pulses of two different 
colors, 1.06 and 0.64 μm, were generated by laser diode-based light sources, and the delay 
between the two pulses was flexibly controlled so as to maximize the fluorescence 
suppression ratio. In our experiments, the spatial resolution of this system was up to three 
times higher than that obtained without STED light irradiation, and we successfully visualize 
the fine microtubule network structures in fixed mammalian cells without causing significant 
photo-damage. 
© 2018 Optical Society of America under the terms of the OSA Open Access Publishing Agreement 
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1. Introduction

Two-photon excitation laser scanning microscopy (TPLSM) is a powerful tool for visualizing 
microstructures in living specimens [1]. Since the two-photon excitation probability is 
proportional to the square of the excitation light power, the excitations are spatially localized 
at the focus of the objective lens, allowing optically-sectioned fluorescent images to be 
obtained. Most of the fluorophores used in TPLSM can be excited by a near-infrared (NIR) 
light pulse, which has the advantages of superior penetration depth and reduced invasiveness 
for biological specimens. We have previously improved the penetration depth further by 
developing a gain-switched semiconductor laser diode (GSLD)-based light source [2] that 
enabled us to successfully visualize hippocampal neurons in the dentate gyrus of an 
anesthetized mouse brain 1.6 mm below the surface [3]. Our success was mainly attributed to 
the higher peak power and longer temporal stability of this GSLD-based light source relative 
to the mode-locked titanium–sapphire (Ti–Sa) laser light sources that were conventionally 
used in TPLSM systems: its repetition rate and pulse timing were electrically controlled and 
highly stable [2]. 

Over the past decade, several super-resolution microscopy techniques have been proposed 
that can overcome diffraction limitations [4, 5]. One such technique, stimulated emission 
depletion (STED) microscopy, was described theoretically in 1994 [6], and was used to 
actually visualize biological nanostructures [7]. STED microscopy utilizes a high-power 
donut-shaped light (STED light) to induce stimulated emission and restrict the spontaneous 
emission area to below the diffraction limit. The excitation and STED lights should be 
superimposed spatially, and also temporally when pulsed lasers are used. The spatial 
resolution of TPLSM was improved by applying the STED technique [8], and the resulting 
STED two-photon excitation (STED-TP) microscopy procedure was used to visualize the 
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nanostructures of dendritic spinal necks in acute brain slices, 50–100 μm below their surfaces 
[9, 10]. 

In general, both STED and STED-TP microscopy require a large-scale optical setup, since 
these systems generally require separate optical paths for the excitation and STED lights. In 
addition, optical elements are required to spatially modulate the STED light and/or control the 
timing of the individual excitation and STED light pulses, making the whole system quite 
large. To build a more compact STED microscopy system, unique segmented wave plates 
have been employed to create a single optical path, only modulating the STED light and 
leaving the excitation light unaffected [11]. In recent years, systems where the excitation and 
STED lights pass through a common beam-shaping device have been implemented 
commercially, and this is known as easySTED microscopy [12]. Our group has also 
developed a simplified STED-TP microscopy system that utilizes transmissive liquid crystal 
(LC) devices (tLCDs) to create an optical vortex for use with the STED light [13]. These 
tLCDs, which are only placed in the optical path, can be electrically controlled to act as 
spatial light modulators (SLMs) that modify the transmitted light’s optical properties, such as 
its phase, polarization, and laser light intensity, with high conversion efficiency. Furthermore, 
tLCDs can be applied over a wide wavelength region simply by changing the applied voltage 
[13, 14]. Since tLCDs are compact, we also realized that they could be inserted between the 
objective lens and the microscope revolver [14]. 

In this paper, we developed a novel STED-TP microscopy system where the excitation 
and the STED light pulses generated by using compact electrically-modulated laser diode 
(LD)-based light sources. tLCDs were inserted directly in front of the objective lens and only 
modulated the STED light, meaning that our tLCD-based STED-TP microscopy system was 
conceptually similar to easySTED microscopy [11, 12]. Moreover, by controlling the voltages 
applied to the tLCDs, our system can employ several other wavelengths of STED light, unlike 
easySTED. We therefore called our approach advanced easySTED-TP microscopy. Using this 
system, we successfully visualized tiny fluorescent dye-labeled beads and microtubule 
network structures in fixed mammalian cells with superior spatial resolution and without 
causing significant photo-damage. 

2. Materials and methods

2.1 Optical setup 

Figure 1 shows an overview of our laser light sources. For two-photon excitation, we used a 
GSLD-based light source that was produced in-house [2], consisting of an electrical pulse 
generator, an NIR distributed feedback laser diode (DFB-LD), and an optical fiber amplifier 
chain. This operated at a repetition rate of 10 MHz using external trigger signals from a 
timing controller (T560; Highland Technology). The basic configuration of the optical fiber 
chain, of which components were coupled with optical fiber, was as given in our previous 
report [3], except for the main amplifier. In this study, we utilized a large-core ytterbium-
doped fiber amplifier (made in-house) as the main amplifier, obtaining an average output 
power of approximately 1 W. The red laser light pulses used for STED were generated using 
a can-type LD (GH0641FA2C; Sharp Corp.) with an electrical pulse generator (T165; 
Highland Technology) that operated at a repetition rate of 10 MHz using external trigger 
signals from the other channel of the timing controller. The STED light was coupled into a 
single-mode fiber for spatial-mode cleaning. The powers of the two-photon excitation and the 
STED light pulses were adjusted respectively by using two sets of a half-wave plate and a 
Glan-laser polarizer. Next, the two differently-colored light beams were collimated and 
introduced into the advanced easySTED-TP microscopy system, described below. 

Figure 2(a) shows a schematic of our new microscopy system. The linearly-polarized two-
photon excitation light beam and the orthogonal linearly-polarized STED light beam by 
passing through a half-wave plate were joined into a single optical path at a first dichroic 
mirror (RDM800; Olympus Corp.) and introduced into a galvano-mirror scanner (C2; Nikon 
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Fig. 1. Overview of the two-photon excitation (TP ex.) and STED light sources. DFB: 
distributed feedback; GS: gain-switched semiconductor; LD: laser diode. 

Fig. 2. (a) Schematic of our advanced easySTED-TP microscopy system. DM: dichroic mirror; 
GaAsP NDD: gallium arsenide phosphide-based non-descanned detector; GSLD: gain-
switched laser diode; tLCD-G: transmissive liquid crystal device-based gradient index lens; 
tLCD-P; plain cell tLCD; tLCD-V: tLCD used to create optical vortices; λ/2: half-wave plate. 
(b) Polarization directions of the TP ex. and STED light beams and orientations of LC
molecules in three different types of tLCDs. (c) Concentric transparent electrode pattern and
phase distribution profile for a tLCD-G. (d) Theoretical phase distribution of the optical vortex
generated by a tLCD-V.

Corp.) equipped with an upright microscope (ECLIPSE FN1; Nikon Corp.) These two 
differently-colored light beams were introduced into three different types of tLCDs, those 
were placed between the objective lens and the revolver [14]. Figure 2(b) shows polarization 
directions of the two differently-colored light beams and orientations of LC molecules in 
three different types of tLCDs. When the polarization of transmitting light beams coincided 
with the orientation of LC molecules, optical retardations of light beams could be modulated. 
The first tLCD was a 24-zone divided tLCD based gradient index (GRIN) lens (tLCD-G) 
formed with a concentric transparent electrode pattern (Fig. 2(c)). tLCD-G modulated only 
the convergence angle of the STED light beam and did not affect the two-photon excitation 
light beam. In the quantized GRIN structure of tLCD-G, the distribution of refractive index 
was designed as n(r) = n0 – r2/2fd where “n0” was the refractive index at the optical axis, “f” 
was the focal length, and “d” was the optical guide length (for more details, see Reference 
[15]). The second tLCD was one that created optical vortices (tLCD-V) (Fig. 2(d)) [13]. 
tLCD-V converted only the STED light beam to an optical vortex and did not affect the two-
photon excitation light beam. The third one was a plain cell tLCD (tLCD-P) consisting of 
homogeneously-aligned LC molecules that functioned as an applied voltage-dependent 
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Red beads were evaluated by integrating the pixel values after subtracting the background 
signal. We acquired 10-μm-thick z-stacks at 0.25 μm intervals and used them to reconstruct 
images of the 100 nm Red beads. The fluorescent images of the 20 nm Nile Red beads had a 
pixel size of 14 nm and a pixel dwell time of 10.3 μs, and were constructed by averaging the 
16 acquired images. The full width at half maximum (FWHM) values were evaluated by 
fitting their fluorescence intensity profiles around the central intensity using Gaussian 
functions. 

The reconstructed TPLSM images of ATTO532-labelled microtubules had a pixel size of 
41 nm and a pixel dwell time of 10.3 μs, and we acquired 10-μm-thick z-stacks at 0.25 μm 
intervals. When comparing the TPLSM and advanced easySTED-TP images, both images had 
a pixel size of 21 nm and a pixel dwell time of 10.3 μs, and were constructed by averaging 8 
acquired images. 

3. Results

First, we confirmed the spatial modulation of the STED light by the tLCDs. As in our 
previously-reported STED-TP system [13], a tLCD-V and a tLCD-P were used to convert a 
linearly-polarized Gaussian beam to a circularly-polarized optical vortex. We confirmed the 
presence of a hollow focal pattern by using the STED light to produce single-photon 
excitation and record fluorescent images of a 100 nm Red bead (Fig. 4(a)). We also installed a 
tLCD-G to cancel out the axial focal mismatch between the two-photon excitation and STED 
lights, which was a consequence of chromatic aberration in the objective lens. This tLCD-G 
allowed us to modulate the axial focal position of the STED light to within a depth of 0.5 μm 
by tuning the applied voltage (Fig. 4(b)), and applying the maximum voltage enabled us to 
successfully match the axial focal positions of the STED and two-photon excitation lights, 
which were mostly unaffected by the tLCDs (Fig. 4(c)). 

Fig. 4. Reconstructed fluorescent images of a 100 nm Red bead, excited by both the STED and 
two-photon excitation lights. (a) STED light, minimum voltage applied to the tLCD-G. (b) 
STED light, maximum voltage applied to the tLCD-G. (c) Two-photon excitation light. 

We also recorded two-photon excitation fluorescent images of a 1 μm Nile Red bead to 
confirm the dependence of the fluorescence suppression ratio on the timing of the two-photon 
excitation and STED light pulses. In this case, the STED light was not converted to an optical 
vortex but instead made to produce a Gaussian focal pattern to induce stimulated emission in 
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Fig. 5. (a) Fluorescent images of a 1 μm Nile Red bead under four different laser irradiation 
conditions. (b) Fluorescence intensity profiles around the intensity center and along the x-axis 
of (a). (c) Dependence of fluorescence intensity on STED power for a 1 μm Nile Red bead 
with and without two-photon excitation. (d) Dependence of the fluorescence intensity of a 1 
μm Nile Red bead on the STED light pulse delay time (τdelay). The red dashed line indicates the 
fluorescence intensity obtained with only NIR light irradiation. 

the fluorophores. We used a timing controller to change the relative delay (τdelay) between the 
STED and two-photon excitation light pulses. Figures 5(a) and (b) show fluorescent images 
and intensity profiles for a single bead under four different laser irradiation conditions: two-
photon excitation light pulses only; STED light pulses only; both types of light pulse, with the 
timing adjusted so as to maximize the fluorescence suppression ratio (defined as τdelay = 0 ns); 
and both types of light pulse, with the timings separated by an interval longer than the pulse 
width and fluorescence lifetime of the fluorophores (e.g., τdelay = −5 ns). The average laser 
powers of the two-photon excitation and STED lights at the specimen position were 4.0 mW 
and 1.5 mW, respectively. When τdelay was 0 ns, the fluorescence suppression ratio was 
approximately 80%, but when τdelay was −5 ns, the fluorescence intensity was slightly higher 
than for irradiation by NIR light only, possibly because of direct single-photon excitation 
fluorescence caused by the STED light pulses. Figure 5(c) presents the dependence of the 
fluorescence intensity on the average STED light power, showing that the fluorescence 
suppression ratio reached 80% at maximum power (1.5 mW at the specimen position). Under 
these STED light irradiation conditions, stimulated emission of the fluorophores was not 
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completely saturated. In addition, the contribution of direct excitation by the STED light to 
the fluorescence (ca. 8% at maximum power) is plotted on the same graph. 

Next, we investigated the effect of changing the timings of the two differently-colored 
light pulses. Here, τdelay was changed from −5 to 5 ns (in steps of 0.1 ns), and the resulting 
fluorescence suppression ratios are shown in Fig. 5(d). Between −5 ns and ca. −3 ns, the 
fluorescence intensity was slightly higher than for irradiation by NIR light only, because the 
STED light pulse also excited the fluorophores. Between ca. −3 ns and 0 ns, the fluorescence 
suppression ratio increased sharply due to the temporal overlap between the two types of light 
pulse. Between 0 ns and 5 ns, the suppression ratio decreased again, as the two types of light 
pulse became temporally separated. In this region, the fluorophores excited by the previous 
two-photon excitation pulse were then irradiated by the delayed STED light pulse. This gentle 
rise in the fluorescence intensity curve must therefore reflect spontaneous emission by the 
Nile Red fluorophores, for which the fluorescence lifetime in hydrophilic solvents is around 
3.5 ns [16]. 

After optimizing the timings of two differently-colored light pulses, we superimposed the 
donut-shaped STED light over the two-photon excitation light to evaluate the lateral spatial 
resolution. The sizes of fluorescent images of targets smaller than the diffraction limit 
correspond to the lateral spatial resolution, so we recorded an advanced easySTED-TP image 
of 20 nm Nile Red beads and fitted the resulting values with Gaussian functions to evaluate 
their fluorescence intensity profiles (Fig. 6). The two-photon excitation light's polarization 
properties generally cause the lateral focal spot to become elongated along the polarized 
direction, and we observed larger FWHM values for the y-axis than for the x-axis. After 
applying the STED light, the fluorescent beads images decreased in size relative to those 
obtained without the STED light. Using average laser powers of 3.2 mW and 1.5 mW at the 
specimen position for the two-photon excitation and STED lights, respectively, the FWHM 
values obtained along the x- and y-axes were reduced by 67% (from 413 to 137 nm) and 69% 
(from 489 to 151 nm), respectively. In other words, the spatial resolution achieved by our new 
microscopy system was approximately three times higher than that of TPLSM. 

Fig. 6. Comparison of TPLSM and advanced easySTED-TP images of 20 nm Nile Red beads. 
The upper panels show fluorescent images, while center and lower panels depict the 
fluorescence intensities around the intensity centers along the x- and y-axes for the 
corresponding upper-hand image. The red circles and blue lines indicate the measured values 
and fitted curves, respectively. The inset length values indicate the FWHM values. 

Finally, we observed microtubules in a fixed HeLa cell that had been immunostained with 
fluorescent dye-labeled antibodies. We selected an ATTO 532 dye because it had the highest 
fluorescence suppression ratio among other dyes with similar spectral properties. The two-
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photon excitation light power at the specimen was 4.0 mW for both imaging procedures, and 
the STED light power was 1.5 mW. Figure 7 shows that our advanced easySTED-TP 
microscopy system was able to visualize the microtubule network structures more clearly than 
TPLSM could. Although the STED light irradiation induced a small amount of photo-
bleaching (ca. 10% after recording these images), the photo-bleached regions were restricted 
to the foci. Thus good images were obtained of the microtubules both just under the coverslip 
(z = 1.5 μm) and on the opposite side of the same cell (z = 9.0 μm), confirming the 
effectiveness of our new microscopy system for biological specimens. 

Fig. 7. (a) TPLSM image of microtubule networks in a fixed HeLa cell after immunostaining 
with ATTO 532-conjugated antibodies, reconstructed from z-stacks. (b) Comparison of 
TPLSM and advanced easySTED-TP images of basal (1.5 μm below the coverslip) and apical 
(9.0 μm below the coverslip) regions of (a). The inset panels indicate the fluorescence intensity 
profiles along the red dashed lines in the fluorescent images. 

4. Discussions

Optical properties of specimens such as their spatial refractive index distributions usually 
cause several optical aberrations to degrade the performance of super-resolution microscopy, 
including the spatial resolution and fluorescence intensity [17]. SLMs have been used in 
single-photon excitation STED microscopy to cancel out these optical aberrations [18]. We 
have recently developed other types of tLCDs for TPLSM with the aim of correcting 
spherical aberrations [19], primary coma aberrations and astigmatism [20]. These tLCDs 
would be also useful for our advanced easySTED-TP microscopy system, especially for the 
regions deep inside thick biological specimens. In addition, the spatial resolution could in 
principle be improved by increasing the power of the STED light in pulsed STED microscopy 
[21]. 

Unfortunately, the maximum peak power of the compact STED light source used in this 
study, a mass-produced LD, was limited to several hundred mW in pulsed mode, as reported 
for LD-based single-photon excitation STED microscopy [22]. To improve the spatial 
resolution, we have thus developed a compact STED light source with a higher peak power 
that utilizes novel semiconductor laser-control technologies [23]. 

In this study, we did not utilize concurrent confocal detection, time-gated detection, or 
deconvolution algorithms, despite the fact that several researchers have suggested these could 
improve spatial resolution in STED and STED-TP microscopy [24, 25]. Such utilizations 
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might be expected to further improve the spatial resolution in our advanced easySTED-TP 
microscopy system, even when using low-power STED lights. 

For thick living specimens, several researchers had previously proposed using a pulsed 
STED-TP microscopy system where Ti–Sa lasers and/or optical parametric oscillators were 
used for the two-photon excitation or STED lights [10, 11], inevitably resulting in a large-
scale optical setup. A simplified optical setup based on sophisticated optical technologies 
might allow for more stable and easy-to-use observations with STED-TP microscopy, 
compared with previous complicated pulsed STED-TP microscopy systems. 

5. Summary

In this paper, we developed the advanced easySTED-TP microscopy system, which utilized 
compact, electrically-controllable components, including tLCDs and two types of LD-based 
light sources. This allowed us to both simplify the whole system and make it more compact, 
as well as offer long-term observation stability. By optimizing the spatial modulations and 
controlling the two-photon excitation and STED lights temporally, we were able to improve 
the spatial resolution by a factor of approximately three compared with TPLSM, for the most 
suitable fluorescent dye screened (Fig. 6). The STED light power required to achieve the 
highest spatial resolution was, on average, only 1.5 mW at the specimen, and notably, this did 
not induce significant photo-bleaching during the observation (Fig. 7). We hope that the 
fundamental technologies developed here for advanced easySTED-TP microscopy will 
facilitate visualization of intravital nanostructures, and as well as promote its widespread use 
in the wider life sciences field and related areas. 
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